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轻巧设计并搭配多种电池充电座的选择，减少停机时间提升
   操作效率

Intel® Atom™ quad-core x5-Z8350 (1.44 GHz)
2/4 GB (default 2 GB)
Windows 10 IoT Enterprise, Android 6.0

eMMC 32/64 GB (default 32 GB)
SD 1 x Micro SD

8" IPS LCD
WUXGA 1200 x 1920
400 cd/m2

10-point multi-touch capacitive P-CAP touch control
Directly bonded Corning® Gorilla® Glass 3
1 x Internal speaker (1 W)
1 x Internal microphone for noise suppression
2-Megapixel camera with fixed focus
5-Megapixel camera with auto focus and LED flash
Ambient light sensor, e-compass, g-sensor, gyroscope
1 x Micro HDMI
1 x Micro USB 2.0 (host and charging)
1 x Micro SIM
1 x AIM extension 14-pin pogo connector: 1 x USB 2.0, 1 x 2-wire UART, 5V/1A power
1 x AIM dock 16-pin pogo connector: 1 x USB 3.0, 9V power
1 x Power
2 x Volume control
1 x Hotkey (default is barcode scanner trigger)

LED 1 x Power/battery status indicator
WLAN/ 1. IEEE 802.11 b/g/n Bluetooth@ v4.0, Class 2 2. IEEE 802. 11 a/b/g/n/ac, Blurtooth@ v4.2
NFC 13.56 MHz, compatible with ISO 15693, ISO 14443A, ISO 14443B, FeliCa
WWAN 4G LTE multi-device broadband 

GPS, GLONASS
Micro USB: 5V/3A
Dock pogo: 9V/2A
Swappable battery: 1S2P 3.8V 18.6W; Operating time under 25°C: 6hr*; Charging time: 3hr
142 x 240 x 14.5 mm (5.59 x 9.44 x 0.57 in)
0.6 kg (1.32 lb)
0 ~ 50 °C (14 ~ 122 °F) with battery, -10°C ~ 50oC(14~122°F) with AC adaptor
-20 ~ 60 °C (-4 ~ 140 °F)

IP IP65
Operating: SAE J1455
Non-operating: IEC 60721-3-5 5M3 compliant
SAE J1455
Up to 120 cm4 foot (4 ft) onto plywood over concrete
UL, CB, LVD + Energy Star 6.1, CE, FCC, IC, VCCI, RCM, CCC, BSMI
RED, FCC ID, IC, TELEC, NCC, SRRC, RCM
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Last updated: 16-May-2019



蓝牙

落摔测试

所有产品规格若有变更，恕不另行通知

选配模块，包括1D/2D扫码仪、LAN+COM、UHF RFID等模块

8寸工业手持平板

*因使用环境不同而有所差异
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AIM-65

Unit: mm 

注意：适配器适用于AIM-65, AIM-VSD和 AIM-MCS.
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Part Number Description
Memory Storage NFC Wi-Fi/BT LTE GPS F-Cam R-Cam OS

AIM-65AT-20101000 8I/2G/32G/WIN10/bgn 2 GB 32 GB Yes Yes - - 2 MP 5 MP Win 10 IoT Enterprise
AIM-65AT-21101000 8I/2G/32G/A6.0/bgn 2 GB 32 GB Yes Yes - - 2 MP 5 MP Android 6.0
AIM-65AT-22301000 8I/4G/64G/WIN10/bgn 4 GB 64 GB Yes Yes - - 2 MP 5 MP Win 10 IoT Enterprise
AIM-65AT-22307000 8I/4G/64G/WIN10/ac 4 GB 64 GB Yes Yes (Wi-Fi AC) - - 2 MP 5 MP Win 10 IoT Enterprise
AIM-65AT-22303000 8I/4G/64G/WIN10/bgn/NA/GPS 4 GB 64 GB Yes Yes Yes (NA) Yes 2 MP 5 MP Win 10 IoT Enterprise
AIM-65AT-22309000 8I/4G/64G/WIN10/bgn/PTCRB_EM/GPS/G 4 GB 64 GB Yes Yes Yes (NA) Yes 2 MP 5 MP Win 10 IoT Enterprise
AIM-65AT-22304000 8I/4G/64G/WIN10/bgn/EU/GPS 4 GB 64 GB Yes Yes Yes (EU) Yes 2 MP 5 MP Win 10 IoT Enterprise
AIM-65AT-23301000 8I/4G/64G/A6.0/bgn 4 GB 64 GB Yes Yes - - 2 MP 5 MP Android 6.0
AIM-65AT-23307000 8I/4G/64G/A6.0/ac 4 GB 64 GB Yes Yes (Wi-Fi AC) - - 2 MP 5 MP Android 6.0
AIM-65AT-23303000 8I/4G/64G/A6.0/bgn/NA/GPS 4 GB 64 GB Yes Yes Yes (NA) Yes 2 MP 5 MP Android 6.0
AIM-65AT-23304000 8I/4G/64G/A6.0/bgn/EU/GPS 4 GB 64 GB Yes Yes Yes (EU) Yes 2 MP 5 MP Android 6.0
AIM-65AT-23309000 8I/4G/64G/ A6.0/bgn/PTCRB_EM/GPS/G 4 GB 64 GB Yes Yes Yes (NA) Yes 2 MP 5 MP Android 6.0
AIM-65AT-23301TBA 8I/4G/64G/A6.0_U/bgn 4 GB 64 GB Yes Yes - - 2 MP 5 MP Android 6.0 for SOTI
AIM-65AT-23303TBA 8I/4G/64G/A6.0_U/bgn/NA/GPS 4 GB 64 GB Yes Yes Yes (NA) Yes 2 MP 5 MP Android 6.0 for SOTI
AIM-65AT-23304TBA 8I/4G/64G/A6.0_U/bgn/EU/GPS 4 GB 64 GB Yes Yes Yes (EU) Yes 2 MP 5 MP Android 6.0 for SOTI

选配配件
Part Number Description
XAIM-A16-018N1A ADP A/D 100-240V 33W 5V 9V DUAL MIRCO USB
1700001524 Power cord (USA) UL 3P 10A 125V 183 cm
1700008921 Power cord (Japan) PSE 3P 7A 125V 183 cm
1700019146 Power cord (China) CCC 3P 10A 250V 183 cm
1700018553 Power cord (NZ/AU) SAA 3P 10A 250V 183 cm
170003180A Power cord (UK) BSI 3P 10A 250V 183 cm
170003183C Power cord (EU)  3P 10A 250V 183 cm



Unit: mm

Fully Configured Unit Charging Dock Only
1 x CAN bus (supports raw CAN, J1939, OBD-II/ISO 15765) with 
configurable firmware
5 x Digital inputs 
1 x Odometer (supports dry and wet contact) with configurable and 
switchable firmware (default wet contact)
2 x Digital outputs (supports speed pulse) 
1 x RS-232 (4 wire)
1 x RS-232/485 (2 wire) (default RS-485, termination enabled)
1 x USB 2.0
1 x Power output 12V 1A

-

GPS 1 x External GPS antenna -
5 x Programmable function keys -
Anti-theft key lock (key can be removed) -
Supports 12/24 V vehicle power (9 ~ 32 VDC input range)
196 x 76.9 x 212.75 mm (7.71 x 3.02 x 8.37 in)
0.5 kg (1.10 lb)
-10 ~ 50 °C (14 ~ 122 °F); 0 ~ 40 °C (32 ~ 104 °F) when charging
-30 ~ 80 °C (-22 ~ 176 °F)
IP54
SAE J1455
UL, CB, LVD, CCC
E-Mark, ISO7637-2
CE, FCC, CCC

Part Number Description
AIM-VEH7-0000 AIM vehicle docking station (full configuration)
AIM-VEH7-0010 AIM vehicle docking station (charging only)
1700026766-01 High-density cable
PWS-770-GPSAN00E External GPS antenna
1700027666-01 Vehicle power cable (test only)
1700027665-01 Vehicle power cable (vehicle battery)

AIM-VEH7
 

 

 

 

 

 

 

 

196

21
2.
75

68.5

76.9

包装清单
Item AIM-VEH7-0000 AIM-VEH7-0010
1 1 x Vehicle Dock(Fully I/O) 1 x Vehicle Dock (Charging Only)

2 1 x Vehicle power cable
(vehicle battery)

1 x Vehicle power cable 
(vehicle battery)
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Office Docking Station VESA Advanced Docking Station VESA Docking Station with USB

2 x USB 3.0/2.0
1 x RS-232 COM 
1 x Gigabit LAN 
1 x Power jack

2 x USB 3.0
1 x RS-232 COM 
1 x Gigabit LAN 
1 x Power jack

2 x USB 2.0 
1 x Power jack

底座 SECC steel - -
 9 ~ 32/19V 9 ~ 32 V 19 V
215 x 174.29 x 260.69 mm 
(8.5 x 6.9 x 10.3 in)

160 x 61.8 x 189.2 mm
(6.3 x 2.4 x 7.4 in)

160 x 61.8 x 189.2 mm
(6.3 x 2.4 x 7.4 in)

0.75 kg (1.65 lb) 0.282 kg (0.62 lb) 0.28 kg (0.61 lb)
-10 ~ 50 °C (14 ~122 °F) -10 ~ 50 °C (14 ~122 °F) -10 ~ 50 °C (14 ~122 °F) 
-20 ~ 70 °C (-4 ~ 158 °F) -20 ~ 70 °C (-4 ~ 158 °F) -20 ~ 70 °C (-4 ~ 158 °F)
UL, CB, LVD, CCC UL, CB, LVD, CCC UL, CB, LVD, CCC
CE, FCC, CCC CE, FCC, CCC CE, FCC, CCC

Part Number Description
AIM-OFD0-0170 AIM 8 Office Docking Station (Full I/O Config)
AIM-OFD0-0171 AIM 8 Office Docking Station (USB)

Part Number Description
AIM-VSD0-0170 AIM 8 VESA Advanced Dock (Full I/O Config)
AIM-VSD0-0171 AIM 8 VESA Dock with USB (USB)
AIM-STD0-0000 AIM 8 VESA Stand

AIM-VSD


  VESA (75 x 75 mm)合规的对接站

  -10 ~ 50 °C (14 ~122 °F) 操作温度

 
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支持9-32V直流输入

桌上

选配配件

包装清单
Item AIM-OFD0-0170 AIM-OFD0-0171
1 1 x Office Dock(Advanced I/O) 1 x Office Dock( Charging & USB Only)
2 1 x AC/DC adaptor 1 x AC/DC adaptor
Item AIM-VSD0-0170 AIM-VSD0-0171
1 1 x VESA Dock(Advanced I/O) 1 x VESA Dock( Charging & USB Only)
2 1 x AC/DC adaptor 1 x AC/DC adaptor

Note: The packing list doesn’t Include power cord. Please order based on following PNs.



特性

AIM的多电池充电座

规格
Multi-Tablet Charging Station Multi-Battery Charging Station

容量 电池数 6 4

电源
充电电流 2A 2.5A
充电电压 9 V 4.35 V
输入电压 19 V 19 V

LED 指示
Green: Full
Amber: Charging
Red: Error

Green: Full
Amber: Charging
Red: Error

尺寸 (W x D x H) 387 x 269 x 49 mm (15.23 x 10.59 x 1.92 in) 144 x 155 x 39 mm (5.66 x 6.10 x 1.53 in)
重量 1.98 kg (4.36 lb) 0.48 kg (1.05 lb)
工作温度 0 ~ 40 °C (32 ~ 104 °F) 0 ~ 40 °C (32 ~ 104 °F)
储存温度 -10 ~ 50 °C (14 ~ 122 °F) -10 ~ 50 °C (14 ~ 122 °F)
安全 UL, CB, LVD, CCC, RCM UL, CB, LVD, CCC, RCM
认证 CE, FCC, CCC, RCM, BSMI CE, FCC, CCC, RCM, BSMI

AIM-MCS
  最多可同时为6块电池/ 4块电池充电

  提供过流和过压保护

  可快速的单手拆装

  LED指标监控充电状态

尺寸 Unit: mm 

订购信息
Part Number Description
AIM-CHG0-0150 Multi-tablet charging station for AIM
AIM-MBC0-0051 Multi-battery charging station for AIM

多台手持充电底座 多电池充电底座
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Item AIM-MBC0-0051
1 1 x Multi Battery Charger
2 1 x AC/DC adaptor

Note: The packing list doesn’t Include power cord. Please order based on following PNs.

包装清单

选配适配器
Model Adapter Part Number Description
AIM-CHG0-0150 96PSA-A120W19V1 ADP A/D 100-240V 120W 19V C6 DC jack
AIM-MBC0-0051 96PSA-A65W19V1-1 ADP A/D 100-240V 65W 19V C6 DC PLUG 180°

选配电源线
Part Number Description
1700001524 Power cord (USA) UL 3P 10A 125V 183 cm
1700008921 Power cord (Japan) PSE 3P 7A 125V 183 cm
1700019146 Power cord (China) CCC 3P 10A 250V 183 cm
1700018553 Power cord (NZ/AU) SAA 3P 10A 250V 183 cm
170203180A Power cord (UK) BSI 3P 10A 250V 183 cm
170203183C Power cord (EU) 3P 2.5A 250V 183 cm
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AIM-65 

皮套

料号 AIM-EXT0-0040 AIM-EXT0-0041 AIM-EXT0-0046 AIM-EXT0-0047 (EU)
AIM-EXT0-0049 (US)

特色

 � Sensor: 640 x 480 CMOS 
sensor

 � Illumination & Aiming: White 
LED illuminatoin/Red LED dot 
aimer

 � Frame rate: 30 fps
 � Field of view: Horizontal: 37.8°; 

Vertical: 28.8°

 � Sensor: 640 x 480 CMOS 
sensor

 � Illumination & Aiming: White 
LED illuminatoin/Red LED dot 
aimer

 � Frame rate: 30 fps
 � Field of view: Horizontal: 37.8°; 

Vertical: 28.8°

1 x 10/100 Ethernet port 
1 x COM port

 � RFID output power: 25 watt
 � RFID antenna type: Linear 

polarization
 � Frequency:  

EU: 867 ~ 869MHz;  
US: 913 ~ 917 MHz

 � Tag standard supported: EPC 
Class 2 Gen. 2/ ISO 18000-6C

尺寸 130.2 x 38.7 x 27.8 mm
(5.12 x 1.52 x 1.09 in)

130.2 x 38.7 x 32 mm
(5.12 x 1.52 x 1.25 in)

130.2 x 70 x 29 mm 
(5.12 x 2.75 x 1.14 in)

130.20 x 63.80 x 79.40 mm
(5.12 x 2.5 x 3.13 in)

重量 0.042 kg (0.092 lb) 0.042 kg (0.092 lb) 0.078 kg (0.171 lb) 0.08 kg (0.176 lb)

料号 AIM-SRP0-0000 AIM-SRP0-0001 AIM-HOL0-0160 AIM-P704 AIM-BAT0-0252

特色 Black
With one stylus holder

Black
With one stylus holder Black Black Black

尺寸 240 x 20 mm
(9.44 x 0.78 in)

380 x 135 x 20 mm  
(14.96 x 5.31 x 0.78 in)

250 x 150 x 30 mm  
(9.84 x 5.9 x 1.18 in)

140 x 9.7 mm  
(5.51 x 0.38 in)

98 x 84.5 x 6.5 mm
(3.85 x 3.32 x 0.25 in)

重量 0.022 kg (0.048 lb) 0.05 kg (0.11 lb) 0.23 kg (0.5 lb) 0.02 kg (0.044 lb) 0.104 kg (0.229 lb)

手写笔系绳      AG+AR屏幕保护膜

料号 AIM-P704A0 AIM-EXT0-0181

特色 Black
Hardness: 2~3H
Reflection Rate: 0.15%
Haze: 15%

尺寸 195 mm (7.68 in) 212 x 128 x 0.15 mm (8.35 x 5.04 x 0.006 in)

重量 0.01 kg (0.02 lb) 0.009 kg (0.02 lb)

配件




